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GENERAL CRITERIA

Parklet/Streatary design and location should conform to the following design
guidelines, as well as any additional standards made part of the approval of an
individual parklet. Additional requirements and further details can be found in
Ordinance ____.

Definition

Parklet is essentially a temporary constructed public space/park installed in a parking
spot or loading zone. Parklets are free for the use of everyone – visitors, residents,
and businesses alike.
Streatery is much like a parklet, but it is reserved for the use of the adjacent
restaurant during their business hours – just like a sidewalk café but not on the
sidewalk. When the business who maintains the streatery is closed, it works just like a
parklet - free for everyone to use

Location

Parklets are allowed in parallel or angled parking spaces or within unused right-of-way.
There shall be no more than 2 parallel spots or 3 diagonal/perpindicular spots. Each
parklet shall be limited to utilizing no more than two parking spaces. Excluding: Oak ,
Hickory, Elm and Locust Street

Corner Location

In general, parklets must be located at least one parking space away from an
intersection or street corner. Parklets close to corners can be more exposed to the
risk of a collision by motorized vehicle. In some instances, a bike corral at least 15 feet
in length, a curb-extension (bulb-out), or some other physical barrier.

Speed Limit

Parklets are permitted where the posted speed limit is 30 mph or less. Streets with
higher speed limits may be considered on a case-by-case basis.

Street Slope
Parklets must be situated on
streets with a running slope
(grade) of five percent or less
or provide a level surface
to meet this grade.

Buffers & Safety Elements

Parklets shall be required to have a buffer to protect users from
street traffic. Buffers can be either planters, durable seating,
temporary railing/edging, or other visible, protective edging as
approved by staff in the application process. Parklets must be
situated a minimum of 2 feet from the nearest edge of traveled
way. Planters used as edging features are required to be large and
durable. All edging and buffering mechanisms will require City
approval.

Wheel Stops
Parklets shall not be allowed in front of a fire hydrant,
or over a manhole, public utility valve, or cover. Curb
and roadside drainage shall not be impeded by the
parklet. If decking is being constructed, the decking
should allow for easy access underneath and
curbside drainage shall not be impeded. A gap of 6”
should be maintained between the body of the deck
and the asphalt to facilitate the movement of water.

Utilities
For parklets in parallel parking spaces, a three-foot wheel stop must
be installed one foot from the curb at the edge of the front and back
parking spaces. When parklets are installed adjacent to parallel
parking spaces, wheel stops should be setback four feet from the
parklet structure.
For angled parking spaces and adjacent to driveways, City staff will
work with you to determine the Appropriate location for wheel
stops. Wheel stops should be made of recycled rubber; concrete
wheel stops are discouraged.

Trash

The permit holder is required to provide trash receptacles sufficient
for the proposed use and is subject to the following requirements:
Food service establishments must provide receptacles which shall be
no smaller than 10 gallons.
Retail or other non-food service establishments must provide
receptacles, however a minimum size is not required.
Receptacles must be emptied by the permit holder at any time they
are visibly full.
All waste and recycling generated within the parklet is the
responsibility of the permit holder. This includes items that are blown
from the parklet. Bin covers are required.

ADA Requirements

All elements of Parklets shall be constructed and/or
installed to conform to the applicable provisions,
rules, regulations, and guidelines of the Americans
with Disabilities Act (ADA).

Design for Easy Removal

Parklets are temporary in nature and must be designed for
easy removal. All removable furniture must be locked or
stowed each night.

Parklet Decking

Parklet decking must be flush with the curb and may not have more than ½” gap from the curb. If decking is
installed, a minimum 36” ADA accessible entryway to the parklet must be maintained for all parklets. Platforms
shall not exceed a 2% cross slope. Decking will need to be constructed of durable material capable of
withstanding weather elements. Deck installation shall not damage the sidewalk, street, curb, or any aspect of
the public right-of-way. Due to the temporary nature of the parklet, any proposed decking shall not be allowed to
be bolted into the asphalt.

Sight Triangle
Parklets must not interfere with sight triangles. A sight triangle is a triangular shaped portion of land established
for unobstructed visibility of motorists entering or leaving a street or driveway intersection in which nothing,
whether stationary or moveable (i.e., vehicles, vehicular maneuvering area, signs, landscaping or objects of any
kind) is permitted to be located between a height of two and one-half (2½) and eight (8) feet above the elevation
of the adjoining edge of pavement. An exception to the prohibition is a tree with clear trunk between two and onehalf (2½) and eight (8) feet.

Design and Placement Guidelines
1. Max of 7"
2. Maintain Curbline
drainage
3. Parklet decking flush
with curb
4. 3ft-4ft distance from
parklet to wheel stop
5. 2ft wheel stop
6. Visually permeable
outside edge with railing
7. Generally 2 parking
spots per parklet

THE PLATFORM

The platform provides the structural base for the parklet. The City
strongly recommends consulting a design or construction
professional to ensure that the platform will be sturdy and safe.

Bolting

Bolting into the street or penetrating the surface of the road in any way is
strongly discouraged and may not be allowed without a restoration plan and an
excavation bond posted by the applicant and their contractor. Parklets may be
bolted to the existing curb, with specific restoration requirements.

Platform Surface

The top of the parklet platform must be flush with the sidewalk with a maximum
gap of one-half inch. In the case of a sloping street, staff will work with the
designer to address issues of access.

Access

If the platform base is not solid, the space underneath the platform surface
must be accessible for maintenance through removable access panels.

Drainage

The parklet cannot impede the flow of curbside drainage. Designers are strongly
encouraged to cover openings at either end of the parklet with screens to prevent
blockage from debris.

Platform Cross Slope

Parklet platform rest areas cannot exceed two percent cross slopes. Your final
construction drawings will need to show spot elevations for both the sidewalk and
the platform areas

REQUIRED MATERIALS

No Parking Sign

Clear the area for installation by placing temporary
no parking signs in the parking spaces that your
parklet will occupy a minimum 72 hours before
installation. The City will provide signage at permit
approval.

Soft-Hit Posts

Purchase two standardized safe-hit posts, one
for each end of the parklet.
You may purchase the posts from any vendor, but
they must meet these specifications:
o Safe Hit Type 2 Guide Post 36”, white.
o Surface Mount Pin Lock Base.
o Butyl Adhesive Pad or 10 oz. Epoxy Kit.

Lighting
Self-contained low-voltage lighting systems, such as solar or battery powered lights are encouraged
Flashing lights and cords that extend over the sidewalk (even if they’re located overhead) are prohibited

THE ENCLOSURE

Buffer the Edges

Depending on the location, the parklet should have an edge to buffer the
street. This can take the form of planters, railing, ca bling, or some other
appropriate buffer. The height and scale of the buffer required will vary
depending on local context.
For example, on some low-traffic streets, a continuous edge may not be
required. (If cable railing is used, spacing between cables cannot exceed
six inches).

Maintain a Visual Connection to the
Street
Your parklet design should maintain a visual connection to the street.

Continuous opaque walls above forty-two inches that block views into the
parklet from the surrounding streetscape are prohibited. You are allowed to
include columns and other vertical elements

Signage

Applicant shall provide signage consistent with the following examples. Final
location and size of sign to be approved with the permit.

